


Aluminum Electrolytic Capacitors XG Series

DIMENSION & PERMISSIBLE RIPPLE CURRENT
     VDC

ψDxL Ripple Current Impedance(Ω) ψDxL Ripple Current Impedance(Ω) ψDxL Ripple Current Impedance(Ω)

  uF (mm) (mA/rms,105℃) 25℃,100KHz (mm) (mA/rms,105℃) 25℃,100KHz (mm) (mA/rms,105℃) 25℃,100KHz
220 8x11 210 0.670
330 8x11 200 0.600

8x12 270 0.500 8x12 200 0.500 8x14 250 0.500
10x13 380 0.450

8x12 290 0.500 8x14 300 0.400 10x17 400 0.350
8x14 300 0.400 10x15 500 0.300 10x20 700 0.200

1200 10x20 550 0.250 10x20 600 0.250 13x21 780 0.200
1500 10x16 500 0.300 10x20 660 0.250 13x26 1100 0.100

10x20 600 0.300 10x25 800 0.100 13x26 1000 0.090
13x21 850 0.105 13x21 850 0.100
10x30 900 0.100 10x30 400 0.100 16x26 1100 0.075
13x21 950 0.100 13x26 1000 0.080 16x32 1900 0.065
13x21 1000 0.100 16x26 1350 0.070 16x32 1480 0.060
16x26 1450 0.085 18x36 1500 0.060

6800 16x26 1500 0.080 16x36 1700 0.060 18x36 1780 0.045
10000 16x32 1900 0.070 18x36 1900 0.045
15000 18x36 2000 0.045

     VDC

ψDxL Ripple Current Impedance(Ω) ψDxL Ripple Current Impedance(Ω) ψDxL Ripple Current Impedance(Ω)

  uF (mm) (mA/rms,105℃) 25℃,100KHz (mm) (mA/rms,105℃) 25℃,100KHz (mm) (mA/rms,105℃) 25℃,100KHz

47 8x11 200 0.750
100 8x11 190 0.500 8x14 200 0.600
220 8x11 190 0.500 10x12 400 0.350 10x17 400 0.400

8x14 250 0.450 10x16 500 0.300 10x20 600 0.300
10x13 380 0.350
10x12 450 0.350 10x20 700 0.200 13x21 750 0.200
10x16 490 0.300
13x21 800 0.200 13x26 700 0.100 13x26 850 0.105

16x26 1100 0.085
16x26 1100 0.075 16x26 1000 0.070 16x36 1100 0.080

16x32 1800 0.065 18x36 1400 0.075
16x32 1200 0.060 18x36 1600 0.055 18x36 1450 0.060
18x36 1600 0.045

4700 18x36 1700 0.045
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D 5 6.3 8 10 13 16 18
F 2.0 2.5 3.5 5.0  7.5  
d 0.5  0.6  0.8  

 






